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The following policies were established per the Occupational Safety and Health 
Administration requirements to meet 29 CFR 1910.1047 Ethylene Oxide 
Laboratories. 
 
Laboratories covered: Building 270, rooms NB352 and NB358 
 
Emergency Action Plan 
 
SPILL OR LEAK PROCEDURE (IF A RELEASE OF ETHYLENE OXIDE 
OCCURS OR ALARM SOUNDS) 
 
1. Evacuate room immediately 
2. Close door 
3. Check room to ensure that no one is still inside via window & logbook 
4. Check external room alarms to confirm negative pressure is maintained 

(GREEN light is on) 
5. Contact Emergency Personnel – DO NOT CALL 911 

A. Contact an employee on the Alternate Contacts list (below) 
B. Call the Command Center:  

 
Alternate contacts: 

NAME WORK # HOME # 
   

   
   

   
 
RE-ENTRY AFTER RELEASE – FOR EMERGENCY RESPONSE TEAM 
1. DO NOT re-enter without personal protective equipment 
2. DO NOT allow general reoccupation of the room until alarm condition clears 

and ethylene oxide level has been determined to be below 1 ppm 
3. Consult WI-05-166420 for additional detailed instructions 
 
ADDITIONAL WARNINGS AND CAUTIONS 
1. Keep ignition sources away and clear of room 

2. Keep door closed at all times 

3. Observe room for maintenance of negative pressure to the hallways 


